ZF-T AL Z5ialimganse

ZF-T Ac Series Adjustable Vibrator

ZF-T2/20 ZF-T2/100 ZF-T2/300

ZF-T2/500 ZF-T4/3000 ZF-T4/5000
ZF-T4/80
|
A ENDSHIELD COVER - ShE G STATOR ETEE
B  ADJUSTABLE WEIGHT RNk FRAME HlE
C SCALE DISC ZER I  CONNECTION BOARD ==
D  FIXED WEIGHT BRI J TERMINAL BOX COVER EEESR
E O SHAPED RING 1 BB K  BEARING 1)
F  ENDSHIELD [ L ROTOR %7
N  BEARING COVER WES
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ZF-T AL Z5InTiBiGshsE

ZF-T Ac Series Adjustable Vibrator

ZF-T2/20

_—

“'Ch“angmei.com

ZF-T2/100

ZF-T2/300

ZF-T2/500

ZF-T4/3000

ZF-T4/5000

ZF-Ti80

A ENDSHIELD COVER she G STATOR ETLE

B ADJUSTABLE WEIGHT TRk FRAME e

C  SCALE DISC nER I CONNECTION BOARD et

D  FIXED WEIGHT BRI a J TERMINAL BOX COVER IR

E O SHAPED RING =B K BEARING - R

F  ENDSHIELD i L ROTOR T
N BEARING COVER s
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ZF-TDC DC Series Adjustable Vibrator

RS

ZF-TDC90 ZF-TDC200 ZF-TDC1500

@ PIEiNES

CHUANGMEI ELECTROMOTOR

ZF-TDC200

ZF-TDC1500

A

A ENDSHIELD COVER HME I  CONNECTION BOARD E5t5 =

B ADJUSTABLE WEIGHT = {mi3%k J TERMINAL BOX COVER EEEEIR
C SCALEDISC ZIER K  BEARING AR

D  FIXED WEIGHT T EERO% L  ROTOR : BF.

E OSHAPEDRING - T N MAGNET HiEk

F  ENDSHIELD s M CARBON BRUSH Rl

G STATOR ETFLEE O CARBON BRUSH FRAME =~ Bz

H FRAME HEE '
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Installation Drawings and Technical Parameters

gy
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; 1 e - | z ‘
A ' s
oL— - ] B
ﬂ LE | *I‘ M | .
) _%Q‘D_i]jil 7 1 :\ é JRIIEC b | 7
M < <
B2 =K
t Pedestal :o'éel i A B c D E F G H I L M N Eg |
30 307/369| -217 206 120 170 17 15 100 58/89 183 152 208 & 2
40 268 190 168 105 140 716 13 95 -51 162 145 185 &2
50 307 217 206 120 170 17 15 100 60 183 166 206 E 2
o 60 387 : 254 225 7 140 190 24 15 123 84 213 200 236 & 2
70 457 272 278 155 225 30 23 125 86 263 266 173 B2
80 479 299 298 155 250 38 23 145 92 283 286 283 | B2
90° 548 344 338 224 270 30 22 165 109 308 320 308 B2
100 627 425 400 240 320 25 33 205 128 358 363 358 B2
110 686 460 515 248 440 48 37 220 138 395 360 395 2
120 747 498 545 280 440 53 38 241 161 436 420 436 2
00AL 152 85 112 28/40 94 9 ¥7.5 33 34 60 84 50 1
01AL 241 158 129 67 106 14 710 62 60 112 123 120 : 2 )
02AL 276 176 156 |78/122| 108 14 11 78 55 130 165 142 | B2
03AL 348 215 210 118 168 24 16 95 68 166 212 182 2
201 165 130 90 151 161 10 11 135 - - 90 = B2
702 22; 157 162 105 131 25 11 96 - - 144 - 2
Z03 312 236 257 216 64 34 20 99 - - 32 - B3
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1) b= . ¢
ZF-T2/20 0.2 20 20 0.18 1.3 00AL 165x104x95
ZF-T2/60 0.7 71 130 0.24 5.8 01AL 280x170%200
ZF-12/100 1 102 160 0.30 6 01AL 280x170x200
ZF-T2/200 1.9 200 170 0.32 7 01AL 280x170x200
. Zhyeng 29 | 300 320 0.58 11 02AL 325x220x230
ZF-T2/300 2.9 300 320 0.58 16.5 40 325x220%230
ZF-T2/500 4.9 505 440 0.8 20 50 395x240x250
ZF-12/800 7.9 810 550 1 22.2 60 410x250%270
ZF-T2/1300 12.8 1306 1100 2 39 70 460%300x290
ZF-T2/1500 | 149 | 1520 1200 215 40 70 460x300x290
ZF-12/1800 18 1837 1450 3.2 45 70 460x300%290
ZF-T2/2300 | 226 | 2310 1800 4 485 70 460x300%x290
ZF12/3200 . | 32 | 3250 2300 6.5 100 80 490%340x410
'ZF-T2/4000 40 4030 3200 | 7 105 80 490x340x410
ZF-T2/5000 50 5070 4150 7.8 116 =90 600x380x470
ZF-T4/40 0.4 45 40 0.1 6.8 01AL 280x170x200
ZF-T4/80 0.8 80 o4 0.24 - 7.1 01AL 280x170x200
ZF-T4/100 " 098 100 120 0.28 16.2 40 325x220%230
ZF-T4/100 0.98 100 120 0.28 142 03AL | 375x240x240
ZF-T4/200 2 : 210 200 0.4 15.2 03AL | 375x240x240
ZF-T4/200 2 210 200 0.4 18.2 40 | 325x220x230
ZF-T4/400 4 410 360 0.65 22 - 50 340x240x240
ZF-T4/500 5 510 390 0.7 26 60 410x250x270
ZF-T4/700 6.9 700 550 0.98 28 60 410%250%270
ZF-T4/1400 13.8 1410 850 15 I 70 460x300%x290
ZF-T4/1700 16.8 1720 1100 2. 46 70 460x300%290
ZF-T4/2400 236 2410 1500 3 50, 70 | 460x300x290
ZF-T4/3000 © 30 3060 1700 4 102 80 490x340x410
ZF-T4/3800 38 3830 2500 5 118 90 600x380x470
ZF-T4/5000 50 5010 . 3500 6.1 180 100 | 680x470x550
ZF-T4/7500 75 7560 4500. 7.6 350 110 810620610
ZF-T4/10000 100 10110 5500 Y 430 110 810x620x610
ZF-T6/50 0.49 50 85 0.18 17 03AL 375%240x240
ZF-T6/100 0.98 100 103 0.22 19 03AL 375%240%240
ZF-T6/200 1.97 200 | 170 ; 0.37 20 | 03AL 375%240x240
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E h%jg—el i%ﬂ:fjj Vibrating F::fce M?};ﬁﬁﬁﬁ%’) Mféfﬁfﬁ‘\) weii;%Kg) Pedt&%M%odel pac%,ﬁi‘};m)
| ZF-T6/300 2.95 300 250 054 - O3AL | 375x240x249
ZF-T6/400 3.92 w0 | 30 oz | % 3 m%()\
ZF-T6/500 491 500 a2 R g 3 M
 ZrTesmoo 7.84 g0 | 550 I A | #60x300x290
ZF-T6/1000 9.8 1000 s 1.61 6 e 460x300x290
ZF-T6/1500 14.7 1500 1120 242 s 80| 490x340x410
 ZF-T6/2000 19.6 2000 1868 4.04 117 % | 600x380x _—
ZF-T6/3000 29.4 3000 2440 5.28 170 ] 100 | 680x440x 510
mt) " 490 5000 3510 5.33 360 110 730x550x545
et L
ZFT6/7500 | 735 7500 4215 7.9 385 110 730x550%545
L SO0 | §7RS . | MO | 730x550x545
ZF-T6/10000 S50 10000 Enn 9.43 490 120 810x605x590
ZF-TS/ZT 21 2060 1912 3.3 149 100 810x620x£
ZF-T8/3000 | 32 | 3040 2560 44 195 110 810x620x610
ZF—TS/—Sogr—i 51 4980 3810 6.5 445 120 880x630x650 :
ZF-T8/7500 75 7340 4750 8.5 476 120 880630650
CZFT2/200 | 02 20 20 01 - 13 00AL 165x104x95
zFiT2/60D0 - | 0.6 62 86 043 6 O1AL 280x170x200
ZF-T2/100D 10 110 120 0.58 64 | olAL 280x170x200
ZF-T2/200D 197 210 150 071 8.5 02AL 325x220x230
ZF-T2/300D 2.9 311 253 1.2 17.5 03AL 375x240x240
ZF-T4/200D 197 210 175 075 | 15 03AL 375x240x240
ZF-T2/300D 3 311 253 1.2 17.5 50 395240x250
ZF-T2/500D 4.9 500 475 2.25 n 60 410x250x270
ZF-T2/800D 7.8 800 686 325 | 26 60 410x250x270
ZF-T4/300D 2.9 300 280 13  » 60 410x250%270
ZF-T4/700D 6.8 700 550 20 | 58 70 460x300%290
ZF-TDC90 0.89 %0 80 g 25 z01 200x170x130
ZF-TDC200 19 200 180 15 7 20 247x172%87
ZF-TDC/1500 14.8 1500 - | 720 60 17 _ - 703 ' 360x310x310
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A
ge "f
< = l =
IR il J I
' | b JJ Le]
53/ 1=1-3
Technical Parameters
V.PM B33/ Centrifugal Force SH#E Air Consumption/min [
3‘—3;“5' 2Bar 4Bar 6Bar 2Bar=20PSI  4Bar=58PSI_ . 6Bar=87PSI |  2Bar=29PSI  4Bar=58PSI  6Bar=87PSI | Noise Rate |
29PSI | 58PSI | 87PSI N 'LBS N LBS N . LBS | Ltr CE 7| Ltr | CE Ltr CF | dB(A)
TT-10 | 13500 | 15500 | 17500 | 390 88 660 | 149 | 820 | 185 67 24 115 4.0 165 | 5.8 |. 69-80
TT-16 9000 | 9300 | 12000 | 550 | 124 | 1170 | 263 | 1550 | 349 89 3.1 | 157 5.5 236 83 74-80
TT-25 5000 | 7500 | 8000 | 700 | 158 | 1400 | 315 | 2050 | 461 | 150 53 260 9.2 385 | 13.6 67-76
TT-36 N/A 3900 | 5900 | N/JA | N/A | 2020 | 455 | 2690 | 605 | N/A | N/A | 300 | 10.6 | 430 | 15.2 70-78
JhEIRYT
Outline Dimension
 me A B E F G H | &8 Weight |
! Model mm inch mm inch mm inch | mm inch mm inch mm inch BSP BSP kg | Lbs 1
TT-10 50 1.97 33 1.31 86 3.38 68 2.68 12 047 8 031 | 1/8" | 1/8" | 0.26 | 0.56
TT-16 65 2.56 42 1.65 113 | 445 90 3.54 16 0.63 10 039 | 1/8" | 1/4" | 059 | 1.25
TT-25 85 335 50 1.97 128 | 5.04 | 103 | 4.09 16 0.63 11 043 | 1/8" | 3/8" | 112 | 246
TT-36 100 3.94 73 2.84 160 6.3 130 5.12 20 0.79 12 047 | 1/8" | 3/8" 227 - 5.007

CHUANGMEI ELECTROMOTOR / 08
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Electronic Inverter Low-Noise Concrete Vibrator Shaft

i
Features
AL S RRSiRaliE Invention patent safety light and low noise vibration bar
PR High-technical energy conservation product
EeEihfitra e Safety power supply of Li-battery
fEFIREIREE R Portable and easy operation
200HZ =R 200HZ high frequency vibrate
RaEEEE Vibrating force can be adjust
ZINREETNRF Multifunction automatic protection

BRsE
Technical Parameters
| 4 = 5 = = i v |
 ms = T HiRh R mE BB wE
| Model Diameter Vibration frequency Exciting force Amplitude Power Current . Efficiency: |
| * (mm) (Hz) . (kn) - (mm) . (DC /V) A (%) ‘
ZDN38 38 . 200 2.6 2.0‘ ' 48 ) 4.9 86
ZDN50 50 200 38 21 48 7.0 88
ZDNG65 65 200 5.6 23 48 118 88
ZDN80 80 200 8.5 21 48 15.5 87

WERCE  RETOEREFIFR 1.5 K, Bah 5K, SEEHRAES 10Ah/48V
Standard configuration: standard length of 1.5m for hand-hold hoseé and 5m for movable one. Standard of lithium battery: 10Ah/48V.

09 / CHUANGMEI ELECTROMOTOR
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Easy Release High Frequency Attached Vibrator

‘88 Model ZF-12/150  7F-12/200 ZF-12/50 ZF-12/50A
FERIRPOWER  =1H(3PHASE) =ig (3PHASE) =fR(3PHASE) =HA(3PHASE)
S Hz _ 15 200  so0  50/60
FE (V) 100/200 100200 220/380  220/380
TEEW 15 a5 15 15
WACmD 8800 11500 60~200  60~200
R (Kn) ) 12 12 612 612
: %2 (Kg) ‘ 225 235

20.5 20.5
300x260x200 300x260x%200

EERT (MM)  410x260x200  410x260x200

ZDN BB S5iRis

Straight High Frequency Vibrator Shaft

B Model ZDNS0 ZDN100 ZDN130
|FBIRPOWER  =#g ( 3PHASE) =48 ( 3PHASE) =#8 ( 3PHASE )
3 Hz 200 150 , 150

FBJE (V) 40/100/200 42/100/200 © 42/100/200
IjER (KW) : 0.75 18 25
HEsLEfZ @(mm) 80 7 100 130
#7HE (mm) 25 3.0 ' 34

4RI (r/min) 11200 8500 8500
BRI (Kn) 6.0 13 22

12 (K) ‘ 14 225 515
@%RT (mm)  1200x100x100 1200x120x120 1200x150%150

MP BT SiiRaiEhlib

MP Series Controller of Frequency Power

MP B THRERRANESIE , St 6 BREBIR , AIHE 12 BiRal=S.

CMP ZSJRERJES “AC-DC-AC" HUFEsHZ= , 2§ 380V, 50Hz TREBIRIZIRAPINZ
FREENIRE. VUERZOSER T AME AT IC+ THREEE +LGBT 8 , ENATSEM
=, BT, OE. SEEEN, TLTA 3 MiReER |, 58179 200Hz, 150Hz RN
100Hz B3, AT AN S A BHT TE , tHE] 6 A—4Ea) 12 A —ET1E , BETRIES. |EI\
EASE. BMERhE IR BEIERE TR TERE.

MP Series is the controller of frequency power,output two six-road power,can connect with 12
piece of vibrator motor.

Cmp frequency conversion is AC-DC-AC inverter form,is the equigment that can tran-sform
380V,50Hz frequency power into intermediate frequncy AC power.The inner part of controller
use IC+ specially drived ciruit+LGBT that was controlled ny large scale electrical motor,reliability
is high,and have overcurrent,overvoltage,overload protection. It has three vibrate models,it is
200Hz,150Hz high frequenvy vibrate and 100Hz high frequency. Output can be work single or
more,or six per unit or 12 per unit,It features of high reliability,low noise,convenient usagelIt has
very remarkable effect on.impoving the_efficient of construction and the quality of project in
practice.

& PIEINED
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ZN ZJIFRXURshzs

ZN Series Handhold Vibrator

5 SR

] : e | JRENERKE | BE 2

l\%il VoIEEE(V) Po?vjeig(W) Frequency(Hz) | Shaft Length(m) | G.W.(Kg) bl
ZN3sA | ~220 | 580 | 210 | 10-L5 | 7.9 | 750x600x100/2pcs

~ Zn3sB ~220 800 260 ‘ 1.5-3 82 | 750x600x100/2pcs

I A Hnsh28

Plug-in Vibrator

sl Eahis

Gasoline Engine Vibration Stick

11 / CHUANGMEI ELECTROMOTOR
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FEMiE

Application v

IDB SISO, BRTHERNL, TAHE, Trms T ek, RS ERE AR ARk Ba LR s
RATHE. RRDESHS. EOIIREEPERERIFED | TR R .

JDB series centrifugal pumps. The utility model is suitable for drainage devices, such as construction machinery, industrial machinery, engineering
construction, etc.. The pump is composed of three-phase or single-phase asynchronous motor and pump body. It has the advantages of full head

performance, compact structure, high efficiency, energy saving and convenient operation. The interface can be matched with non-standard interface
according to user's requirements, and flow regulating device is also available.

-_—

g
65JDB-30 65-65

53/ 1E=1 51 -

N

Technical Parameters . T '

Bz | W= | gemx | nm BE | mE | vaem | omm SRy |
| Model' Input Power(W) Voltage(V) Flow(m?/h) SU?IOI‘I(m) A Head(m)‘. \ Speed(r/min) “Weight(Kg) .Packing Size(mm) 1
50JDB-18 750 | 380 18 6 L N R
50JDB-18 | 1100 380 18 6w IOEE a0 T om  a0Bea0
65JDB-30 1100 . | 380 © | 30 B b i s #3800 4. 295, . | 410x180x230
65/DB-30 | 2200 30 | 30 | 6-.]" s . %2800 T} 358 | - esox2805300

#¥:1. 50)DB RERShEL : Note: 1750JDB pump valve at the end of a separate package .
2, [RMR¥ERY : SOIDBH 125x100mm , F4Z ©10.5 5 2. Foot mounting dimehsions: 50JDB pump 125x100mm, aperture ®10.5 .
73EIFX 50JDB & 140x100mm ; ; W © %™ Radius 50)DB pump 140x100mm 73
65-1100W 3R 140x100mm , F4& $10.5 - ’ 65-1100W pump 140x100mm, aperture 105
65-2200W % 125x100mm , FIR @105 65-2200W pump 125x100mm, aperture ©10.5

v ¥ Lo

i 3k

- CHUANGMEI ELECTROMOTOR / 16
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80JDB-45 80-80
BIREE
Technical Parameters
i = : 7 : ; =8 SRR
Eit) < 2 b 72 = : - il
! MO-EI Inﬁﬁa]f(\m @)ES%(}\% Flo'wl('ms /h) Sucﬁoﬁm) Head(m) Speed(r/min) Weight(Kg) Packing Size(mm)
80JDB-45 3000 380 45 6 8 2800 52 710x310x330
80JDB-60 4000 380 60 6 10 2800 = =
X | KREHRERY S 160x140mm
Note: the pump mounting feet size 160x140 mm
=1 M o =
108 FZjhnGRITsEEdh xR
JDB Series Pump Performance Curve .
A
15 — —— - _
= <: — L} ‘g‘ J T
_ ~ _ \,>..e\$f_ 57; L]
10 H 5N 5
£ 1 s 75\ ~ JGJL
Eﬁ = \\ - i o
NS N
T ] e S gyt M A A N = T
T N \ - “ i
A P S = ~~—~65,p ;
- 208> \ ) |
W — i r
| |
EEE=E
B 1 11 -
0 5 10 15 20 25 30 35 40 45
M 7i& (m’/h)
40 ¥Rl 40-3 % ' 40- 1% 40-2 & 32-1 &k 45 ¢ 50-2
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submersible Sewage Pump

Bk

Description

WQ. WQ ESS/KSHIE7KEBER (L REFRERER ) , BAR. BEEfmasi=58oHEm. RS TEER LB %E@ﬁ;ﬁ%ﬁ%ﬁﬂm
RSBz EAREIRETRZS , SEELEOZEEER "0” MR I B R R AT ’ B

WQ series is made up of pump, seal components and motor. The motor is located in upside of pump, usually is single or three phase asynchronous
motor; used double seals between pump and motor, each fixed front edges equipped with oil resnstant rubber O- rmg as statlc seal. -

;K

s
Application (
HEFBFECTEAT I, Rl HEET. HEIMRESRAT , RHMERR. . IE%FEK‘ 5’3‘_&#5’#1]@%@2%& B, BEES
SRR ARAHRE, EERERIRE.
This series pump widely used to industry, agriculture, construction, and enwronmental protectlon, it' s an optimum selection frorrpumping slhfry,

grout, domestic sewage, excrement, solid particle and silt.

SiEsiGsinBebER
High Speed Submersnble Sewage Pump

%ﬁqﬂﬂglﬁm_mﬁfif?%m BTSRRI EA B B et | FEEEE 4000 %% / 43 , FORS 5000 4% / 587 , JIRL B‘J?Bﬁ?ﬁ" , PREA
ThERAOfEE . TR,

The sewage pump in the form is driven by three phase asynchronous motor,we can use permanent magnet synchronous motor in instead.following
data are showing the connection between speed and water head, flow,power.

| 5 B . _ : |
2850 o 1 ) » : B o
o 4000 9 _ 14 | S
5000 ' . 3 1.75 - _ S i g P

CHUANGMEI ELECTROMOTOR / 22
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LSS

Identiﬁcation Codes

Wa p p 10 - 10 - 0.75
T

F L BCFIEBAEMETNER /Rated power ( kw )
EiEiHIE /Rated head (m)

HIAETRE /Rated flow ( m*/h )

AE5H /Stainless steel
T EHiEEEEhi ( =#EFHRE ) /Single phase motor(Three phase without p)
T sSksEkEs /Sewage submersible electrical pump

IEEdhix

Performance Curve

%Zki’—:‘:%r‘é‘?k%ﬁ%ﬁ'&ﬁﬁﬁﬁ O REXIREREIIRAAT )

Performance curve(same color for same parameter)

H(m)
\_,\5&4_- e e AN W U W —
oo LI L | | T T twey N ,
REENENNEREREN RSINENEN A
50 ’ 3 ’ t HW\'/’/Q1GAO.—J‘"I L] | Motor "
’__¥_+\;\WQ_ ZO‘”SJ":>i‘\A‘_ i ) mﬁiﬁl seal
40 ———— : M((;\-,ﬂ . ~ ~ _l : Hﬁ%ﬂer
] » —‘L T 0'5. S< ¥“¥&“_‘\‘X : ii{zt
30 ﬁ*‘rﬁ\‘\wg‘35‘3 5.5 \\ __“—_L | 9
TN &
20 ; "lﬁfx'\l-\' [ ; 015-‘115~1\l; — 1]
:——!“@25'15'£ 2 j @Q? \lii“ S SO 1
S —— T 2 | T~ || '
10 WQ7 | N I I
| T I
0 2 3 45 6 7 8 9 1011 12 13 14 15 16 17 18 19 20 QM3 /1\ae)

0 1
0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 Q(m3/ /\ae)
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=S Ty 3 it 172 S ne@
Model Power(kW) Voltage(V) Flow(m?/h) Head(m) Speed(r/min) Aperture(mm)
~ WQ(D)7-8-0.37 037 2207380 7 8 2860 2/50
~ WQ(D)10-8-0.55 0.55 220/380 10 8 2860 2/50
T WQ(D)6-16-0.75 0.75 220/380 6 16 2860 2/50
~ WQ(D)10-10-075 0.75 220/380 0 | 10 2860 2/50
WQ(D)10-11-0.75 0.75 220/380 10 11 2860 0 2/50
WQ(D)10-15-1.1 11 220/380 10 15 | 2860 | 2/50
WQ(D)P15-15-1.5 15 220/380 15 B 2860 250
WQ(D)P10-26-1.5 15 220/380 10 T 26 2860 2/50
~ WQP60-5-15 15 380 60 s ] 2860 3/80
T WQP10-34-2.2 22 380 10 34| 2860 2/50
WQP15-22-2.2 2.2 380 15 2 2860 2/50
WQP25-15-2.2 22 380 25 15 2860 2.5/65
WQP40-10-2.2 2.2 380 40 10| 2860 3/80
WQP60-7-2.2 2.2 380 60 7 | 2860 4/100
WQP100-5-2.2 2.2 380 100 | 5 | 2860 4/100
WQP10-45-3 3 380 10 a5 2860 /50 _
WQP15-30-3 3 380 15 30 2860 2/50
WQP25-25-3 3 380 25 25 ] 2860 2.5/65
WQP35-20-3 3 380 35 ‘ 20 | 2860 3/80
WQP60-6-3 3 380 60 6 | 280 | 4/100
~ WQP100-4-3 3 380 100 2| 1450 4/100
WQP10-50-4 4 380 10 5 | 2860 2/50
WQP15-32-4 2 380 15 32 K 2860 2/50
WQP35-25-4 4 380 35 25 2860 3/80
WQP60-10-4 4 380 60 10 2860 4/100
WQP100-6-4 4 380 100 7 1450 "~ 4/100
WQP15-55-5.5 55 380 15 55 2860 2/50
~ WQP25-40-55 5.5 380 25 40 2860 2/50
WQP35-30-5.5 5.5 380 35 30 2860 3/80
WQP65-15-5.5 55 380 65 15 2860 | -4/100
WQP100-7-5.5 55 380 100 7 2860 6/150
WQ15-68-7.5 7.5 380 15 68 2860 2/50
WQ45-22-7.5 75 380 45 22 2860 3/80
WQ85-15-7.5 75 380 85 15 2860 4/100
WQ100-10-7.5 75 380 100 10 1450 6/150
WQ140-7-7.5 75 380 140 7 2860 6/150
WQ25-50-11 11 380 25 50 2860 3/80
WQ40-40-11 11 380 40 40 2860 3/80
WQ100-25-11 11 380 100 25 1450 4/100
WQ180-11-11 11 380 180 11 1450 6/150
WQ300-7-11 11 380 300 7 1450 8/200
WQ45-52-15 15 380 45 52 2860 6/150
~ WQ60-40-15 15 380 60 40 2860 6/150
WQ100-30-15 15 380 100 30 1450 4/100
WQ180-15-15 15 380 180 15 1450 6/150
WQ250-11-15 15 380 250 11 1450 - 8/200
WQ100-35-18.5 185 380 100 35 1450 4/100
WQ180-20-18.5 185 380 180 20 1450 6/150
WQ250-15-18.5 185 380 250 15 1450 . 8/200
WQ500-5-18.5 185 380 500 5 1450 10/250
WQ100-40-22 22 380 100 40 1450 4/100
WQ200-22-22 22 380 200 22 1450 6/150
WQ250-18-22 22 380 250 18 1450 8/200
WQ500-7-22 22 380 500 7 1450 10/250
WQ180-30-30 30 380 180 30 1450 6/150
WQ250-22-30 30 380 250 22 1450 8/200
WQ600-9-30 30 380 600 9 1450 10/250
WQB850-7-30 30 380 850 7 1450 12/300
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Cutting-type Sewage Submersible Electric Pump

T onitfis
Description
ZERRAXIEE | FUSRSE AR | FBgss i , BtIEIIEETHERR |
REERIRL, FUERERIIRATIERIRIR LN B 97KiR 60°CLAT  PHETE 5-9
8. RESERT (ERY) 25%, FEEITEAFERIFERZA 30-60mm
KNOEWRRARLD ESTHITRNES =R S5 SEREsETE |
{EFRERMER , BRRRRATES AR, TArSHp K.

The unique technology of anti-clogging as well as a big channel are applied in the
pump. It has a strong anti-winding ability and it can cut cord, fiber and impurities. The
inhalation of solid particles and fibrous impurities won't clog or even damage the pump.
The temperature of the medium transferred should be no more than 60°C and the PH value
should be between 5-9. The impurity content (ratio by weight) should be no more than 25%.
Fibers like cotton yarn, weeds and solid particles whose diameters are 30-60mm can go
through this kind of anti-clogging tearing machine successfully. The motor and the pump
are coaxial and the structure is pretty compact. The pump has the following characteristics:
high efficiency, easy to install and maintain, strong adaptability. Also the pump can
effectively improve the sewage and commercial and industrial waste water pollution.

R
Applicab[e situations
FBIRAE Mo AR AR TR T
1. NERRENET +40°C ;
2. NNRAY PH {55 6.5-8.5 27 ;
3. NRFPSERRERIAFATET 0.1% , RIEFRATF 0.2mm ;
4, EBRYREH S0Hz , EREAEAE 220V , SHEREH 380V , B
HFEEEREER 0.9-1.1 1% ;

‘Chuanngi.com

The pump can work continuously under the following situations:

1.The temperature of the medium should be no more than 40°C

2.The PH value of the medium should be between 6.5-8.5.

3.The volume of the solid particles in the medium should be no more
than 0.1%, and the particle size should be no more than 0.2mm.

4.The power frequency is 50HZ. The voltage of single phase is 220v and
380v for three phases AC. Voltage fluctuation range is 0.9-1.1 times of

the ratings.
Biesy
Technical Parameters
ae | mEyE | mEnk | mope | GeeE | Genn BE e
Model Rate(i VI\’,t)Jwgr Rg:;cg/ﬂ;:w Rate(c:n l)-lead Rated(\\;;)ltage_ Rated Current Di(?::%er Rat;;:l rr?i?\)&d
WQAS10-7-0.75CB 0.75 10 7 380 1.99 2/50 2860
WQAS15-9-1.1CB 11 15 9 B 380 277 . 2/50 2860
WQAS25-7-1.5CB 15 25 7 \380 77_7‘3_58 2.5/65 2860 —
WQAS25-10-2.2CB 22 25, 10 ] 380 ‘5,11 2.5/65 2860
WQAS42-11-3CB 3 42 11 380 BE 7—6.67 3/75 2860
WQAS50-10-4CB - 3 50 10 B 380 o 8.8 3/75 2860 -
WQAS65-12-5.5CB - 7 5.5 65 12 Tk 11.7 | 4/100 2860
WQAS85-13-7.5CB 7.5 85 12 —TSO— B 15.7 | 4/100 2860 A
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stainless Steel Centrifugal Pump

T onitkik
Description

THEWHEER SRS LBHRREORERENE  ERTAR. IRE. BER. (L TZFUSHK,

Stamles.s steel micro pump, all the water flowing tube is made of stainless steel which is made of edible quality, apply to food, beverage,
pharmaceutical, chemical and other industries water supply and drainage.

IRIEE

Technical Parameters

e = =4 ooes - P e

0 el e e ) g e
25WB3-8 3 8 45 10 3000 1"x3/4" 0.25 220 2
40WB6-13 6 13 8 15 3000 | 1"1/2x1" 0.55 220 25
40WB5-20 5 20 10 22 3000 | 1'1/2x1" 075 220 25 )
50WB10-16 10 16 19 20 3000 | 2'x1"1/2 | 11 220 25
50WB15-18 15 18 22 26 3000 | 2°x1"1/2 15 220 25
50WB13.5-22 | 135 22 22 31 3000 | 2'x1"1/2 22 220 - 25
25WBS3-8 3 8 45 10 3000 1"x3/4" 0.25 380 2
40WBS6-13 6 13 8 15 3000 | 171/2x" 055 | 380 25
40WBS5-20 5 20 10 22 3000 | 1"1/2x1" 075 380 "-'25
50WBS10-16 10 16 19 20 3000 | 2'x1"1/2 11 380 25~
50WBS15-18 15 18 22 26 3000 | 2'x1'1/2 15 380 25
50WBS135-22| 135 22 22 31 3000 | 2'x1'1/2 22 380 25
50WBS15-22 15 22 25 31 3000 | 2'x1'1/2 3 380 - w25
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Stainless Steel Self-Priming Pump

T imibitih

Description

www.chuangmei.com

TENHNER TR SBHEREAIERIEENE ERTASR. Rkl B2, WITSTIAEHIK,
Stainless steel micro pump, all the water flowing tube is made of stainless steel which is made of edible quality, apply to food, beverage,
pharmaceutical, chemical and other industries water supply and drainage.

IXEE
Technical Parameters
me MERE | GErE | BAnE | BAE | ApkE | OF | gehs | BE || SpeE BN
Modal Ra:s]oll/l;]l;)w Rate(crin l)-lead M?:‘.s ;:c))w Max(.r:;ead (sr;);?'% (I(?Illcl:]e)r Rate(ﬁ \;C):wer Vog;'a)g Cavntatlo?ml;llowance Self-Prm(\::)g Height
25WBZ3-10 25 10 4 11 3000 3/4" 0.25 220 2.8 35
25WBZ3-18 3 18 6 20 3000 1" 0.55 | 220 2.8 1;
25WBZ6-18 6 18 8 19 3000 1" 0.75 220 2.8 35
40WBZ10-18 10 18 18 23 3000 1"1/2 11 220 3 o *47 o
7 40WBZ13-18 13 18 20 25 3000 1'1/2 15 220 3 4.5 -
50WBZ13.5-22| 13.5 22 22 31 3000 2" 2.2 2720 3 4
25WBZS3-10 25 10 4 11 3000 3/4" 0.25 380 72.8 3.5
25WBZS3-18 3 18 6 20 3000 1" 0.55 380 2.8 4
25WBZS6-18 6 18 8 19 3000 1"7 0.75 380 2.8 35
40WBZS10-18 10 18 18 23 3000 1"1/2 11 380 3 4
40WBZS13-18 13 ;LS 20 23 3000 <1"1/2 15 380 3 4.5
50WBZS13.5-22] 13.5 B 7‘:22 25 31 3000 2" 2.2 380 3 o 3.5
50WBZS15-22 | 15 22 23 30 3000 2" 3 380 3 35
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